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Part #: D-004CSLE9KM

Ripcord

Tight-Buffer
Optical Fiber

4 CHANNEL
D — Series Distribution Mil-Tac Cables

Aramid Yarn
Strength Member

Core-Locked ™
Cable Jacket

Ultra-Fox™ Plus Fiber Performance ‘ Mechanical and Environmental

Fiber Code SLE Flex Resistance
_ TIA-455-104 2,000 Cycles
Bend Insensitive -
Low Water Peak Crush Resistance 1,800 N/cm
; ~ TIA-455-41 ’

Industry Standard Designation Siligeimerte

ITU-T G.657.A1 Operating Temperature -550C to +850C

Enh

ITnU_ai\I_nge.gsazr?g Storage Temperature -70°C to +85°C
Core/Cladding Diameter (um) 9/125
Wavelength (nm) 1310/1550 Cable Characteristics ‘
Maximum Cabled Attenuation (dB/km) 0.5/0.5 Jacket Color Black
Pl el (DR EEr () — Jacket Material Polyurethane
Secondary Coating Diameter (um) 900 Buffer Material Hard Elastomeric
Zero Dispersion Slope (ps.nm?-km) 0.092 Cable Weight 27 kg/km (18 Ibs/1000")
Proof Test Level (kpsi) 100 Cable Diameter 5.5 mm (0.22 in)

Installation and Operating Characteristics
Installation Operating

Max Tensile Load 1,800 N (400 Ibs) 600 N (130 Ibs)
Min Bend Radius 5.5cm (2.2in) 2.8cm (1.1in)

This specification is valid as of 6/16/2026. However, the specification is subject to change at any time.



