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PLUG

Jacket

PIN OUT

CN1 WIRE COLOR CN2

Aluminun Foil 1 :XX—_ORA&)NGE/WHIT 1
2 RANGE 2

1.TEST:100% ELECTRICAL TEST AT 1M OHM INSULATION RESISTANCE

2. PACKING:
ROUND CABLE METHOD SEE "DETAIL A"
BAG TYPE QTY LABLE
SMALL POLYBAG 1 CABLE TWO LABLE
MEDIUM | POLYBAG 10 CABLES(1™T)
ALL
LARGE | POLYBAG

EACH LARGE POLYBAG IN AN OUTER CARTON

PE Insulation 3 GREEN /WHITE 3
g XX % %T_EEZN - XX CHART
. . 4 4
Twisted Pair 5 XX BLUE /WHITE — XX
- Drain 7 BROWN/WHITE 7
8 XX e N —— XX g
SHEL], ——  BRAID SHELL
DETAILA Port NO‘ Py |_ T
3| 8g | PVC-75-BU02 OVER MOLD: BLUE PVC 75P, UL94V-O.
2 |2PCS| UL170-BS CONNECTOR: RJ45 (8P8C) CAT6APLUG, GOLD PLATED 50U o TE
@E‘ MM INCHES CATEGORY 6A PATCH CABLE,RJ45
oRANBY | | P RJ45 28AWG ASSEMBLY BOOT
1 | 1PC| UL828S CABLE: 28AWGx4P (STRANDED), Cat6A STP, BLUE PVC JACKET, ack | 11/11/22
CHECKED BY DATE DRAWING No. REV.
OD=4.9+0.15mm , UL LISTED (E528992) A
ITEMI|QTY | PART NO. DESCRIPTION APPROVEDEY UL828S
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